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i ec Sensores Bluetooth de Vibracion
INGENIERIA Alta Resolucion — Alta Sensibilidad
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iec Wireless Vibration Sensors
INGENIERIA (Erbessd-Bluetooth Vs Ronds Zigbee)

RHS05 Wireless Vibration and Temperature Integrated Sensor
v’ Datos completos de forma de onda y espectro e TS
v’ Disparador RMS interno programable Vibration Range 50 g
. . . Linearity 1%
v' Rango de medicion seleccionable hasta 32G Frciuenoy Range (5345) 2-15kHz
v’ Intervalo de alarma configurable e
v' Modo de espera y bateria de larga duracion Temperature Accuracy £1 °C (-40°C~125°C)
. . s . i S
v Tiempo de grabacion seleccionable 1s / 2s / 4s / 8s / 16s e T e
v Intervalo de medicion configurable (Cada 10 minutos minimo) Communication Method 24GHz IEEE 802.15.4
. s . . . 7 Dimension 46 mm x 94 mm (Diameter * Height)
v" Integracion de velocidad + vibracién Weight 188 g
v" Configura tu sensor desde tu movil e e e
v IP67 Disefno para proteccion contra liquidosy polvo IP grade [————— -
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INGENIERIA

Comparacion principio de Medicion
Wireless Vibration sensors

HIGH RANGE TECHNICAL SPECIFICATIONS .

MEASUREMENT
Product code EPH-V11E
Built-in sensor MEMS Sensor
Sensing resolution (X, Y, Z) 240 ug
_Frequency range (@ 25,600) 0.5 Hz to 10 kHz (X,Y), 0.5 Hz to 5.1 kHz (Z)
Dynamic range (configurable) +8 /+16 /1329
Recording time (s) 3 axes 1 2 4 8 16
Recording time (s) 1 axes 3 6 12 24 48

Sample rate (Hz2)

25,600 12,800 6,400 3,200 1,600

Max frequency (Hz) [x.y]

10,000 [ 5,000 2,500 1,250 625

Max frequency (Hz) [z]

5100 | 5000 | 2500 | 1,250 625

Resolution lines 6,400
Espectral noise (10 Hz) 630 ugVHz
J » U AN
Wireless protocol Bluetooth BLE 5.0
Operating frequency 2.4 GHz
Transmission power +8 dBm

Signal strenght range

-90 dBm to-30 dBm

Power output range

-4 dBm to +8 dBm (Configurable)

Devices compatibility

iOS and Android devices (WISER VIBE PRO &
Phantom™ Manager) and Phantom™ Gateway

Software compatibility

DigivibeMX 11 M30 & Phantom™ Version /
Phantom™ Manager and WISER VIBE PRO

Operating distance

Dimensions (h x w)

DIMENSIONS AND FIXTURE

100 m Line sight*

47 x 33 mm

Protection grade IP69
Weight 185 grams
Fixture Fastener 1/4-28 UNF

Housing material

Operating temperature

ABS, stainless steel

-40 to 80 °C (40 to 176 °F)

RH605 SENSOR

The RH605 is an ATEX certified triaxial
sensor that collects both vibration and
temperature data.

Vibration Range

Linearity

Frequency Range (+3dB)

Analysis Frequency (kHz)

Sampling Length (Long Time Waveform)

Sampling Length (Data Acquisition Waveform)

Product Features

e ATEX Certified
The sensor is IP67 rated as well as Zone 1and 2 for plants
requiring an EX rating.

» Replaceable Batteries
The batteries, which can run continuously for over 2 years,

are replaceable.

¢ Zigbee Transmission
Zigbee communication standard keeps your data secure

and reliable.

* Long Distance Data Transmission
Capable of transmitting data over a clear line of sight over
a distance of 300 metres.

VIBRATION MEASUREMENT PARAMETERS

+Piezoelectric: +/- 50 g (Peak Value), 2 x MEMS: +/- 16g (Peak Value),
1%

Piezoelectric: 0.1-20kHz , 2 x MEMS:0.1-1000Hz

05,1,2,5,10, 20

64k, 128k, 256k, 512k

1K, 2K, 4K, BK, 16K, 32K
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Erbessd Ronds
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CRCECEDR

v Bajo consumo, IP66

v Distancia de transmision de datos inalambrica: linea de
vision de 300 m

v Admite un maximo de 45 sensores

v' Opciones de métodos de comunicacion Ethernet, fibra
Optica, Wi-Fi, 4G y 5G

v' Grado EX: ExiallCT4

v" Conectan sensores de monitoreo de
condicion Phantom™ con la nube.

Conectan a base de datos local.

Protocolos inalambricos (WiFiy BLE 5.0).
Conectividad Ethernet.

ENEANERN
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Zigbee
@ Blower
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E' ANALYT.C/ = F—— 5G/Optical Fiber Wireless sensor
A Server/Cloud Compressor
/\ Wireless gateway

Zigbee
-

Wireless sensor

RH&05D

Wireless sensor

Gateway Erbessd Maximo 45 Sensores
Gateway Ronds Maximo 45 Sensores

Celular 4gsm

Web nube ( Servicio costo adicional)

Base de datos local ( Servicio costo adicional)

abh N~
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Intelligent algorithms and models

Intelligent algorithms and intelligent models that are gradually deployed on RONDS cloud and customer cloud

On-Site Service
RONDS sends on-site service personnel in the
customer service center Equipment all-round

RONDS experts
RONDS cloud,and RONDS experts 24/7 service

monitori ng service

Customer experts
ég&) RONDS supports those customers,who have the willingness
< and ability, to establish their own equipment safety

and special key equipment. controlled systems and diagnostic capabilities.

Industry experts

RONDS has contracts with excellent diagnostic experts
and maintenance experts, to protect customers' complex

v' Ondas en el tiempo

v Espectros

v Vibracion total — Tendencias

v Velocidad, aceleracion y envolvente

Primer Nivel diagnosticos al interior de la compania
Segundo Nivel diagnosticos subcontratado
Tercer Nivel diagndstico especializado en el mundo.
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ANos

ERBESSD

ERBESSD RONDS
M Afios 2 S

v" Erbessd cien mil muestras (aprox 2 afios)
v Ronds ( aprox 5 afios)
v’ Intercambio para ambos casos
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INGENIERIA

v Monitoreo Continuo 24 x 7 x 365 dias.

v Informe mensual del comportamiento y estado vibracional de EANRRRR
los equipos. o

v Reporte de Alarmas inmediato via SMS o Email. e

......

v Revision espectral por un especialista certificado CAT II-llI
cuando un equipo o sistema se encuentra alarmado.

v Conocimiento de sus procesos y equipos - Calidad en el
Diagnastico!

v" No somos juez y parte.

v" Arquitectura Abierta Wireless

v' El cliente puede acceder mediante la app a la informacion de
sus mediciones en linea.

v Respaldo de mas de 20 anos de experiencia en el campo
vibracional.
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INGENIERIA

v Mayor vida util de los activos.

v' Menores tiempos de paro.

v" Visualizacién en tiempo real del comportamiento vibracional y de temperatura

v" Adquisicién de data triaxial (X)Y, Z) en cada punto de medicién (100% de
informacién del espectro).

v Tendencia histérica del comportamiento del equipo y sistema medido.

v" Mantenimiento basado en condicion.

v’ Capacitacién en vibraciones mecanicas al personal involucrado.

v Acciones preventivas programadas.

v Reducciodn en los costos de mantenimiento y operacion.

v Confiabilidad de los activos.
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MOMENTO DE RESOLVER DUDAS
AGRADECEMOS LA ATENCION

23

ANOS ACOMPANANDO A NUESTROS
CLIENTES, MEJORANDO LA
CONFIABILIDAD DE SUS ACTIVOS
PRODUCTIVOS.
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